
WHEN ORDERING SPECIFY SENSING ELEMENT, NUMBER OF LEADS, LEAD 

LENGTH AND OUTER SURFACE TYPE. 

 

S100147PDY ���� EXAMPLE OF MODEL NUMBER 

  

S100147PD BASE MODEL NUMBER: 

(SEE TABLE BELOW FOR 

AVAILABLE MODELS). 

 

Y NUMBER OF LEADS: 

Y = 2 LEADS; 

Z = 3 LEADS. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BASE 

MODEL 

NUMBER 
RESISTANCE 

TCR 

Ω/Ω/°C 
ELEMENT R/T TABLES 

    °C °F 

S100147PD 
100.00Ω ±.12% 

(100.12/99.88) @0°C 
.003858 PLATINUM 5-100 6-100 

S100148PF 
1000.0Ω ±.12% 

(1001.2/998.8) @0°C 
.00385 PLATINUM 5-1000 6-1000 

S101607PS 
10000Ω ±.12% 

(10012/9988) @0°C 
.00385 PLATINUM 5-10000 6-10000 

S101608PW 
1000.0Ω ±.12% 

(1002.0/998.0) @0°C 
.00375 PLATINUM   

 

1. ELEMENT:  PLATINUM.  

2. RESISTANCE: (SEE TABLE ABOVE) 
LEADWIRE RESISTANCE OF APPROXIMATELY .08 OHMS IS EXCLUDED IN 

THE CALIBRATED RESISTANCE. 

3. TEMPERATURE RANGE:  -45.5°C TO 100°C (-50°F TO 212°F). 

4. INSULATION RESISTANCE:  1,000 MEGOHMS MINIMUM AT 500 VOLTS 

DC, LEADS TO BODY. 

5. LEADS:  AWG #26, STRANDED, TFE INSULATED, 6.0 LONG. 

6. SENSOR MATERIAL: POLYIMIDE FILM. 

7. BODY/COVER MATERIAL:  COPPER FREE ALUMINUM, POWDER COATED. 

8 THE ″PD″ MODEL WILL MEET THE RESISTANCE-TEMPERATURE 

RELATIONSHIP AND TOLERANCES SPECIFIED IN IEC 751, CLASS B. 

9. QUALIFICATIONS:  ENCLOSURE IS UL LISTED AND CSA APPROVED FOR  
NATIONAL ELECTRIC CODE CLASS I, DIV. 1 AND 2, GROUPS C, D; CLASS II, 

DIV. 1 AND 2, GROUPS E, F, G; CLASS III. 
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