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Colour: black Colour: white

Colour:

AS PPB PBT
ANTISTATIC

ACETAL RESIN

This material offers great protection 

against static electrical charges.  

It is ideal for explosive

atmosphere and where an electrostatic 

- 40° C / + 80° C 

- 40° C / + 65° C 

CHEMICAL RESISTANT  

REINFORCED POLYPROPYLENE

 

and corrosion resistance characteristics;  

 

a chain is exposed to chemical agents.

+ 5° C / + 105° C 

+ 5° C / + 105° C 

PPB chains dimensions are larger  

 

To know dimensions refer to  

EXTRA PERFORMANCE POLYESTER 

RESIN (Available upon request) 

 

and offers an excellent wear resistance.  

Plate wear and pitch elongation are 

 

applications.

- 40° C / + 125° C 

- 40° C / + 60° C 

ZERO GAP

of the trasported product.

PINS D TYPE

Better seal on  

the hinge.

SYMBOLS

HT
GLASS REINFORCED  

POLYESTER RESIN

(Available upon request) 

 

high resistance to the heat  

and wear. 

approved for direct contact with food. 

- 40° C / + 140° C 
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thermoplastic straight running chains
SINGLE HINGE - 820 SERIES

D 820 - ACETAL RESIN

Width L Thickness S Height h Working Load  

Max N 

Weight

kg/m

LFA 820 - LOW FRICTION ACETAL RESIN

Width L Thickness S Height h Working Load  

Max N 

Weight

kg/m

 

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.169
p.210

p.169
p.210

p.230
p.232

p.230
p.232
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SP 820 - SUPER PERFORMANCE ACETAL RESIN
 

Width L Thickness S Height h Working Load Max  Weight

kg/m

 

Width L Thickness S Height h Working Load  

Max N 

Weight

kg/m

WRX 820 - WEAR RESISTANT POLYAMIDE COMPOSITE
 

Width L Thickness S Height h Working Load  

Max N 

Weight

kg/m

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.169
p.210

p.169
p.210

p.169
p.210

p.230
p.232

p.230
p.232

p.230
p.232
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AS 820 - ANTISTATIC ACETAL RESIN

Width L Thickness S Height h Working Load  

Max N 

Weight

kg/m

 

PPB 820 - CHEMICAL RESISTANT REINFORCED POLYPROPYLENE
 

Width L Thickness S Height h Working Load  

Max N 

Weight

kg/m

- PPB chains dimensions are larger than those indicated in the drawing. To know dimensions refer to our Technical Department.

  

PBT 820 - EXTRA PERFORMANCE POLYESTER RESIN
 

Thickness S Height h Working Load  

Max N 

Weight

kg/m

Width L

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.169
p.210

p.169
p.210

p.230
p.232

p.230
p.232

p.169
p.210

p.230
p.232
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